1080P-~"AHD / IPcam Hybrid

® Video Compress : H.264 Baseline / Main Profile@Level1-4.2
* Video Compress : 2CH G.711 BK / 16bits
& Full record / Parking Record (time Adjustable)

aclable
® Ethernet: RJ45 10M / 100M x 1 + 4 PON for Intemet and 4CH IPC connection

¢ Event Loc : G-sensor / Alarm / Car Speed se

& Support Video channel Swap

® GUI Setup Menu

* Support Alarm Speech

Build-in 3G / LTE for option
Build-in WiFi for option

Build-in Alarm : 4CH

Build-in Output : 2CH TTL Output
Build-in GPS

Build-in G-sensor

Support Car speeding pulse in
TPMS Option
Buzzer Speaker
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® Build-in Temperature sensor
USB port : USB 2.0
Support RS485 - R§232
Multi Language

DV-6008H (AHD + IP cam hybrid)
DV-6012H (AHD + IP cam hybrid)

Two level password for System & Storage format

Support Car Voltage Detect

System Fail report : Temperature / HDD / SD / Voltage / GPS / G-sensor
PTZ : Peico - P/ D (need option Serial Control)

Boot delay : 0 ~ 10 sec

Power Loss Protection : 3 ~ 5 sec

Power Control : DC12V @3A output (independent fuse)
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® PC Server / Client remote viewer ; Full channel playback

® jOS / Android client remote viewer ; Full channel playback ; Event Message / push video
® PC Viewer : Self-Playback viewer ; Full channel playback

® Two-way voice call : support by Mobile Communications (only support in LTE Model)

® Dimension : 185(W) x 60(H) x 205(D)mm

DV-6008H ~ DV-6012H

Resolution 4CH AHD 1080p@30fps + 4CH IPC 1080p@30fps

Video bitrate .

1080P ; 3072K ~ 4680K bps

Digital (Analog)
processing Video Storage 1080P : 28000 ~ 32000 MBytes / Hour (8CH)
(Analog) . 42000 ~ 48000 MBytes / Hour (12CH)

total 1080p@120fps
Ex : 4CH 1080p@30fps + 4CH 1080p@30fps
8CH 1080p@15fps + 4CH 1080p@30fps
8CH 720p@30fps + 4CH 1080p@30fps
4CH 1080p@15fps + 4CH 720p@30fps + 4CH 1080p@30fps

total 1080p@120fps
Ex : 4CH AHD 1080p@30fps + 4CH IPC 1080p@30fps
Playback AV Compress 4CH AHD 720p@30fps + 4CH IPC 1080p@30fps

(Full channel) 2CH AHD 1080p@30fps + 2CH AHD 720p@30fps + 4CH IPC 1080p@30fps

2CH Audio + 1 Mic

Search Playback Time index / Time Direct / Event

4CH AHD 1080p@30fps + 4CH IPCam 1080p@30fps

Network Resoltion .
2CH Audio

Video input Avation x 4 + I[P Cam x 4 | Avation x 8 + IP Cam x 4

Video output RCAx1/VGAx 1/HDMI x 1 (1920 x 1080)
AVin / out -
o e Audio input RCAx 2

Audio output RCAx 1/HDMI x1

Live Display Split 1/4/9 | 1/4/12

HDD / SSD . 25"SATA3x1Upto 2TB -
S b sD : SD 3.0/ SD x C Up to (Max 256GB ' o r
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Backup USB 2.0 / Network




