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N4 2MP H.265
IR Waterproof Camera

■ 1/3” CMOS
■ H.265 / MJPEG
■ 2MP(1920 × 1080)
■ 3D DNR / Digital WDR / Digital Defog
■ ICR auto switch, true day/night
■ Support ONVIF Profile S
■ Support ROI coding

KA 2MP H.265
IP Box Camera

■ 1/2.8” CMOS
■ H.265 / H.264
■ 2MP(1920 × 1080)
■ SONY STARVIS
■ 2DNR / 3DNR / WDR / AWB / AE / HLC / BLC / Digital Defog
■ ICR auto switch, true day/night
■ Support three streams
■ Support JetPack SDK / DeepStream SDK

Digital WDR H.265Built-in IR Digital Defog BLCIP Ratings Sound WarningDay & Night

Board 3.6mm
1CH audio line in 
1CH audio line out
IR distance 20-30m
DC12V/PoE48V
IP68
Φ119.7 × 86.4mm

HS-D105N4-E
VF 2.8-12mm
1CH audio line in 
1CH audio line out
IR distance 40-50m
DC12V/PoE48V
IP66
141.9 × 135.8 × 321.3mm

Board 3.6mm
1CH audio line in 
1CH audio line out
IR distance 40-50m
DC12V/PoE48V
IP66
141.9 × 135.8 × 321.3mm

Board 3.6mm
1CH audio line in 
1CH audio line out
IR distance 20-30m
DC12V/PoE48V
IP68
212.6 × 79.4 × 77mm

HS-H009N4-B HS-H009N4-E HS-T089N4-E

Digital DefogBuilt-in IRWDR H.265Starlight Day & Night

BLC HLC Edge
Computing

Fire 
Detection

License Plate
Recognition

02

CS Mount
2CH alarm input 
2CH alarm output
1CH audio line in 
1CH audio line out
1CH AHD output
1CH HDMI output
DC12V/AC24V/PoE48V
167.9 × 85.9 × 65.3mm

HS-X022KA
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KD5MP H.265
IR Waterproof Camera

■ 1/2.8” CMOS
■ H.265 / H.264 / MJPEG
■ 5MP(2592 × 1944)
■ SONY STARVIS
■ 3D DNR / Digital WDR / Digital Defog / HLC
■ ICR auto switch, true day/night
■ Built-in micro SD card slot, up to 128GB
■ Support ROI coding
■ Intelligent analytics: object removal detection (object left / missing) / scene change detection /    

    video blur detection / intrusion detection and line crossing detection

Built-in IR Micro SD Digital Defog BLC HLCIP Ratings

Scene Change 
Detection

Day & Night

Abnormal Video
Signal Detection

Region Intrusion 
Detection

Object
Removal

Abandon
Object

Line Crossing 
Detection

Object
Detection

Digital WDR SONY Starvis Starlight

HS-D102KD-G HS-D102KD-H
EVF 2.8-12mm
1CH alarm input 
1CH alarm output
1CH audio line in 
1CH audio line out
IR distance 30-40m
DC12V/PoE48V
IP68
Φ140 × 101.9mm

VF 2.8-12mm
1CH alarm input 
1CH alarm output
1CH audio line in 
1CH audio line out
IR distance 30-40m
DC12V/PoE48V
IP68
Φ140 × 101.9mm

HS-D106KD-H
VF 2.8-12mm
1CH alarm input 
1CH alarm output
1CH audio line in 
1CH audio line out
IR distance 30-40m
DC12V/PoE48V
IP68
Φ136.9 × 107.2mm

HS-D105KD-D HS-D106KD-G
Board 3.6mm
1CH audio line in 
1CH audio line out
IR distance 20-30m
DC12V/PoE48V
IP68
Φ119.7 × 86.4mm

EVF 2.8-12mm
1CH alarm input 
1CH alarm output
1CH audio line in 
1CH audio line out
IR distance 30-40m
DC12V/PoE48V
IP68
Φ136.9 × 107.2mm

Board 3.6mm
1CH audio line in 
1CH audio line out
IR distance 20-30m
DC12V/PoE48V
IP68
212.6 × 79.4 × 77mm
*No micro SD card slot

VF 2.8-12mm
1CH alarm input 
1CH alarm output
1CH audio line in 
1CH audio line out
IR distance 40-50m
DC12V/PoE48V
141.9 × 135.8 × 321.3mm

VF 2.8-12mm
1CH alarm input 
1CH alarm output
1CH audio line in 
1CH audio line out
IR distance 30-40m
DC12V/PoE48V
IP68
222 × 94.3 × 82mm

HS-T089KD-EHS-H009KD-G
EVF 2.8-12mm
1CH alarm input 
1CH alarm output
1CH audio line in 
1CH audio line out
IR distance 30-40m
DC12V/PoE48V
IP68
222 × 94.3 × 82mm

HS-T090KD-G HS-T090KD-H

H.265
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SG 2MP H.265+

Face Detection IR Waterproof Camera
■ 1/2.8”CMOS
■ H.265+ / H.265 / H.264+ / H.264 / MJPEG
■ 2MP(1920 × 1080)
■ Starlight
■ 3D DNR / True WDR / Defog / HLC / BLC / Smart IR
■ ICR auto switch, true day/night
■ Built-in micro SD card slot, up to 256GB
■ Support ROI coding
■ Intelligent analytics: abnormal video signal detection / line crossing detection /    

    region intrusion detection / face detection / face capture

HS-D088SG-D HS-T058SG-D
Board 2.8mm
1CH alarm input 
1CH alarm output
1CH audio line in
1CH MIC built-in
IR distance 20-30m
DC12V/PoE
IP67 / IK10
Φ119 × 87.8mm

Board 2.8mm
1CH audio line in 
IR distance 30-50m
DC12V/PoE
IP67
217.8 × 80.5 × 80.3mm

HS-D087SG-G
EVF 2.8-12mm
1CH alarm input 
1CH alarm output
1CH audio line in 
1CH audio line out
1CH MIC built-in
1CH CVBS output
IR distance 30-50m
DC12V/PoE
IP67 / IK10
Φ141 × 100.2mm

HS-T077SG-G
EVF 2.8-12mm
1CH alarm input 
1CH alarm output
1CH audio line in 
1CH audio line out
IR distance 50-70m
DC12V/PoE
IP67
278.3 × 100.2 × 88.7mm

SONY Starvis H.265+Built-in IR Micro SD Digital Defog BLC HLCIP RatingsTrue WDR Starlight

Face 
Detection

Face 
Capture

Abnormal Video
Signal Detection

Region Intrusion 
Detection

Day & Night

Perimeter
Alert

Object
Removal

Abandon
Object

Line Crossing 
Detection

Scene Change 
Detection

Target
Counting

Object
Detection
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SP 4MP H.265+

Face Detection IR Waterproof Camera
■ 1/3” CMOS
■ H.265+ / H.265 / H.264+ / H.264 / MJPEG
■ 4MP(2592 × 1520)
■ Starlight
■ 3D DNR / True WDR / Defog / HLC / BLC / Smart IR
■ ICR auto switch, true day/night
■ Built-in micro SD card slot, up to 256GB
■ Support ROI coding
■ Intelligent analytics: abnormal video signal detection / line crossing detection /     
    region intrusion detection / face detection / face capture

HS-D070SP-G
EVF 2.8-12mm
1CH audio line in 
1CH MIC built-in
IR distance 30-50m
DC12V/PoE
IP67
Φ111.5 × 99.6mm

HS-D087SP-G
EVF 2.8-12mm
1CH alarm input 
1CH alarm output
1CH audio line in 
1CH audio line out
1CH MIC built-in
1CH CVBS output
IR distance 30-50m
DC12V/PoE
IP67, IK10
Φ141 × 100.2mm

HS-D088SP-D
Board 2.8mm
1CH alarm input 
1CH alarm output
1CH audio line in 
1CH MIC built-in
IR distance 20-30m
DC12V/PoE
IP67, IK10
Φ119 × 87.8mm

HS-T077SP-G
EVF 2.8-12mm
1CH alarm input 
1CH alarm output
1CH audio line in 
1CH audio line out
1CH CVBS output
IR distance 50-70m
DC12V/PoE
IP67
279.5 × 100.3 × 88.9mm

H.265+Built-in IR Micro SD IP Ratings

Face 
Capture

Region Intrusion 
Detection

Starlight Day & Night

Perimeter
Alert

Object
Removal

Abandon
Object

Abnormal Video
Signal Detection

Line Crossing 
Detection

Scene Change 
Detection

Object
Detection

Target
Counting

BLC HLCTrue WDR

Face 
Detection



06

TE 5MP H.265+

Face Detection IR Waterproof Camera
■ 1/2.7”CMOS
■ H.265+ / H.265 / H.264+ / H.264 / MJPEG
■ 5MP(2592 × 1944)
■ Starlight
■ 3D DNR / True WDR / Digital Defog / HLC / BLC / Smart IR / 

    Image Distortion Correction
■ Built-in micro SD card slot, up to 256GB
■ Support ROI coding; Support three streams
■ Intelligent analytics: line crossing detection /     
    region intrusion detection / face detection / face capture

H.265+Built-in IR Micro SD IP Ratings Digital Defog BLC HLC

Face 
Capture

Region Intrusion 
Detection

Starlight Day & Night

Perimeter
Alert

Object
Removal

Abandon
Object

Abnormal Video
Signal Detection

Line Crossing 
Detection

Scene Change 
Detection

Object
Detection

Target
Counting

True WDR

Face 
Detection

HS-D087TE-G HS-T077TE-G HS-X023TE
EVF 2.8-12mm
1CH alarm input 
1CH alarm output
1CH audio line in 
1CH audio line out
1CH MIC built-in
1CH CVBS output
IR distance 30-50m
DC12V/PoE
IP67, IK10
Φ141 × 100.2mm

EVF 2.8-12mm
1CH alarm input 
1CH alarm output
1CH audio line in 
1CH audio line out
1CH CVBS output
IR distance 50-70m
DC12V/PoE
IP67
278.3 × 100.2 × 88.7mm

CS Mount
2CH alarm input 
2CH alarm output
1CH audio line in 
1CH audio line out
1CH MIC built-in
1CH CVBS output
DC12V/PoE
160.8 × 79 × 64 mm

HS-D058TE-D
Board 2.8mm
1CH Alarm input
1CH MIC Built-in
IR Distance 10-20m
DC12V/PoE
IP66
Φ110 × 59.8mm
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TQ 2MP H.265+

IR Waterproof Camera
■ 1/2.8” CMOS
■ H.265+ / H.265 / H.264+ / H.264 / MJPEG
■ 2MP(1920 × 1080)
■ 3D DNR / Digital WDR / HLC / BLC
■ ICR auto switch, true day/night
■ Built-in micro SD card slot, up to 256GB
■ Intelligent analytics: Object removal detection (object left, missing) / 

    scene change detection / video blur detection / 

   intrusion detection and line crossing detection

HS-D070TQ-H HS-D071TQ-D HS-T057TQ-D HS-T058TQ-H
VF 2.8-12mm
1CH audio line in
1CH MIC built-in
IR distance 30-50m
DC12V/PoE
IP67
Φ111.5 × 99.6mm

Board 2.8mm
1CH audio line in 
1CH MIC built-in
IR distance 20-30m
DC12V/PoE
IP67
Φ94.6 × 82.8mm

Board 2.8mm
1CH audio line in
IR distance 20-30m
DC12V/PoE
IP67
167.5 × 74.5 × 74.5mm

VF 2.8-12mm
1CH audio line in 
IR distance 30-50m
DC12V/PoE
IP67
217.8 × 80.5 × 80.3mm

Region Intrusion 
Detection

H.265+Built-in IR Micro SD IP Ratings BLC HLCDigital WDR Day & Night

Perimeter
Alert

Object
Removal

Abandon
Object

Abnormal Video
Signal Detection

Line Crossing 
Detection

Scene Change 
Detection
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SM 4MP H.265
IR Waterproof Camera

■ 1/3"CMOS
■ H.265 / H.264 / MJPEG
■ 4MP(2560 × 1440)
■ 3D DNR / True WDR / HLC / BLC
■ ICR auto switch, true day/night
■ Built-in micro SD card slot, up to 256GB
■ Intelligent analytics: Exception / Line Crossing / Intrusion

HS-D070SM-G HS-D071SM-D HS-T057SM-D
EVF 2.8-12mm
1CH audio line in 
1CH MIC built-in
IR distance 30-50m
DC12V/PoE
IP67
Φ111.5 × 99.6mm

Board 2.8mm
1CH audio line in 
1CH MIC built-in
IR distance 20-30m
DC12V/PoE
IP67
Φ94.6 × 82.8mm

Board 2.8mm
1CH audio line in
IR distance 20-30m
DC12V/PoE
IP67
167.5 × 74.5 × 74.5mm

HS-T058SM-G
EVF 2.8-12mm
1CH audio line in 
IR distance 30-50m
DC 12V/PoE
IP67
80.3 × 80.5 × 217.8mm

Region Intrusion 
Detection

H.265Built-in IR Micro SD IP Ratings BLC HLCTrue WDR Day & Night Digital Defog

Perimeter
Alert

Object
Removal

Abandon
Object

Abnormal Video
Signal Detection

Line Crossing 
Detection

Scene Change 
Detection

Object
Detection
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SJ 5MP H.265+

IR Waterproof Camera
■ 1/2.7" CMOS
■ H.265+ / H.265 / H.264+ / H.264 / MJPEG
■ 5MP(2880 × 1620)
■ 3D DNR / True WDR / HLC / BLC
■ ICR auto switch, true day/night
■ Built-in micro SD card slot, up to 256GB
■ Intelligent analytics: Object removal detection (object left, missing) /    

    scene change detection / video blur detection / 

   intrusion detection and line crossing detection

HS-D070SJ-G HS-D071SJ-D
EVF 2.8-12mm
1CH audio line in 
1CH MIC built-in
IR distance 30-50m
DC12V/PoE
IP67
Φ111.5 × 99.6mm

Board 2.8mm
1CH audio line in 
1CH MIC built-in
IR distance 20-30m
DC12V/PoE
IP67
Φ94.6 × 82.8mm

HS-T057SJ-D
Board 2.8mm
1CH audio line in 
1CH MIC built-in
IR distance 20-30m
DC12V/PoE
IP67
167.5 × 74.5 × 74.5mm

HS-T058SJ-G
EVF 2.8-12mm
1CH audio line in 
1CH MIC built-in
IR distance 30-50m
DC12V/PoE
IP67
80.3 × 80.5 × 217.8mm

Region Intrusion 
Detection

True WDR H.265Built-in IR Micro SD IP Ratings BLC HLCDay & Night Digital Defog

Perimeter
Alert

Object
Removal

Abandon
Object

Abnormal Video
Signal Detection

Line Crossing 
Detection

Scene Change 
Detection
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TN 8MP H.265+

IR Waterproof Camera
■ 1/2.8” CMOS
■ H.265+ / H.265 / H.264+ / H.264 / MJPEG
■ 8MP(3840 × 2160)
■ 3D DNR / True WDR / HLC / BLC / Digital Defog
■ ICR auto switch, true day/night
■ Built-in micro SD card slot, up to 256GB
■ Intelligent analytics: abnormal video signal detection / line crossing detection /    

   region intrusion detection

HS-D071TN-D HS-D087TN-G HS-T057TN-D HS-T077TN-G
Board 2.8mm
1CH audio line in 
1CH MIC built-in
IR distance 20-30m
DC12V/PoE
IP67
Φ94.6 × 82.8mm

EVF 2.8-12mm
1CH alarm input 
1CH alarm output
1CH audio line in 
1CH audio line out
1CH MIC built-in
1CH CVBS output
IR distance 30-50m
DC12V/PoE
IP67, IK10
Φ141 × 100.2mm

Board 2.8mm
1CH audio line in 
IR distance 20-30m
DC12V/PoE
IP67
74.5 × 74.5 × 167.5mm

EVF 2.8-12mm
1CH alarm input 
1CH alarm output
1CH audio line in 
1CH audio line out
1CH CVBS output
IR Distance 50-70m
DC12V/PoE
IP67
278.3 × 100.2 × 88.7mm

Fuzzy Image

True WDR

Region Intrusion 
Detection

Perimeter
Alert

Object
Removal

Abandon
Object

Abnormal Video
Signal Detection

Line Crossing 
Detection

Scene Change 
Detection

H.265+Built-in IR Micro SD BLC HLCIP RatingsDay & Night Digital Defog



1 1

T1 2MP H.265+

IR ANPR Camera
■ 1/2.8” CMOS
■ H.265+, H.265, H.264+, H.264, MJPEG
■ 2MP(1920 × 1080)@30fps
■ 3D DNR / True WDR / HLC / BLC / Digital Defog
■ ICR auto switch, true day/night
■ Built-in micro SD card slot, up to 128GB
■ Intelligent analytics: Region intrusion detection / line crossing   
   detection and license plate recognition (for specific region)

2MP H.265+

IR Waterproof Camera

HS-D087SK

EVF 7-22mm 
1CH audio line in 
1CH MIC built-in
DC12V/PoE
IP67, IK10
Φ141 × 100.2mm

HS-T077SK

EVF 7-22mm 

1CH alarm input 
1CH alarm output
1CH audio line in 
1CH audio line out
DC12V/PoE
IP67
279.5 × 100.3 × 88.9mm

SK
■ 1/2.5” CMOS
■ H.265+ / H.265 / H.264 / MJPEG
■ 2MP(1920 × 1080)
■ 4-10M Recommended face capturing distance
■ 3D DNR / True WDR / HLC / BLC
■ Built-in micro SD card slot, up to 128GB
■ Intelligent analytics: Scene change detection / 

    video tampering detection / face detection / 

    face capture / face match

EVF 7-22mm 
1CH alarm input 
1CH alarm output
1CH audio line in 
1CH audio line out
IR distance 70-100m
DC12V/PoE
IP67
279.5 × 100.3 × 88.9mm

HS-T077T1

IP RatingsH.265+ Micro SD BLC HLC Fill LightTrue WDR Starlight

Edge
Computing

Tampering
Detection

Face
Recognition

Face
Detection

Face
Capture

Scene Change 
Detection

License Plate
Recognition

True WDR

List Matching Motion 
Detection

Access 
Monitoring

Edge
Computing

Digital Defog BLC HLCIP RatingsH.265+Built-in IR Micro SDDay & Night
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■ 1/2.8"CMOS
■ H.265+ / H.265 / H.264+ / H.264 / MJPEG
■ 2MP(1920 × 1080)
■ 3D DNR / Digital WDR / HLC / BLC
■ ICR auto switch, true day/night
■ Built-in micro SD card slot, up to 256GB
■ Intelligent analytics: Object removal detection (object left / missing) / 

    scene change detection / video blur detection / 

   intrusion detection and line crossing detection

TC 2MP H.265+

Full-Color Camera

Board 2.8mm
1CH audio line in 
1CH MIC built-in
LED view distance 30-40m
DC12V/PoE
IP67
217.8 × 80.5 × 80.3mm

Board 2.8mm
1CH audio line in 
1CH MIC built-in
LED view distance 20-30m
DC12V/PoE
IP67
Φ94.6 × 82.8mmHS-D071TC-D

HS-T058TC-D

Region Intrusion 
Detection

Line Crossing
Detection

Object
Removal

Abandon
Object

Abnormal Video
Signal Detection

Line Crossing 
Detection

Scene Change 
Detection

H.265+Built-in IR Micro SD IP RatingsDigital WDR Full ColorBLC HLCDay & Night Digital Defog

T9 4MP H.265+

IR ANPR Camera
■ 1/1.8” CMOS
■ H.265+, H.265, H.264+, H.264, MJPEG
■ 4MP(2560 × 1440)
■ Starlight
■ 3D DNR / True WDR / HLC / BLC and ROI coding
■ ICR auto switch, true day/night
■ Built-in micro SD card slot, up to 256GB
■ Intelligent analytics: license plate recognition / 

    vehicle type detection

EVF 8-32 mm
2CH alarm input / 2CH alarm output
1CH audio line in / 1CH audio line out
IR distance 70-100m
DC24V/AC24V/PoE
IP67
430 x 138 x 108mm

EVF 8-32mm
1CH alarm input / 1CH alarm output
1CH audio line in / 1CH audio line out
IR distance 50-70m
DC12V/AC24V/PoE
IP67
278.3 x 100.2 x 88.7mm         

HS-T077T9

HS-H042T9

License Plate
Recognition

Digital Defog BLC HLCIP RatingsH.265+Built-in IR Micro SDDay & NightTrue WDR Starlight

List Matching Motion 
Detection

Access 
Monitoring

Edge
Computing



■ 1/2.8” CMOS
■ H.265 / H.264 / MJPEG
■ 3D DNR / Digital WDR / Digital Defog / HLC
■ Built-in micro SD card slot, up to 128GB
■ ICR auto switch, true day/night
■ Intelligent analytics: object removal detection (object left / missing) / 

       scene change detection / video blur detection / 

       intrusion detection and line crossing detection
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KD5M H.265
Wi-Fi  IP Camera

IP RatingsH.265+Built-in IR Day & Night Micro SDTrue WDR

■ 1/2.9"CMOS
■ H.265 / H.264
■ Support two-way audio
■ Built-in micro SD card slot, up to 256GB
■ ICR auto switch, true day/night

■ 2MP(1920 × 1080)
■ 3D DNR / Digital WDR
■ Support ROI coding

2MP H.265
Wi-Fi  IP Waterproof CameraKM

IP RatingsH.265+Built-in IR Day & Night Micro SDTrue WDR

■ 1/3"CMOS
■ H.265 / H.264
■ Support two-way audio
■ Built-in micro SD card slot, up to 256GB
■ ICR auto switch, true day/night

■ 4MP(2560X1440)
■ 3D DNR / Digital WDR
■ Support ROI coding

KV 4MP H.265
Wi-Fi  IP Waterproof Camera

Built-in IR Micro SDDay & NightDigital WDR SONY Starvis Starlight

Digital Defog BLC HLCIP Ratings Region Intrusion 
Detection

Object
Removal

Abandon
Object

Abnormal Video
Signal Detection

Line Crossing 
Detection

Scene Change 
Detection

Object
Detection

H.265

■ 5MP(2592 × 1944)
■ SONY STARVIS
■ Support ROI coding

HS-D102KD-W

EVF2.8-12mm
1CH audio in
1CH audio out
1CH alarm input
1CH MIC built-in
IR distance 30m
DC12V/PoE48V
IP67
140 × 101.9mm

Board 3.6mm
1CH MIC built-in
1CH Speaker built-in
IR distance 20m
DC12V
IP65
148.8 × 64 × 87.6mm

HS-T101KM-W

Board 3.6mm
1CH MIC built-in
1CH Speaker built-in
IR distance 20m
DC12V
IP65
148.8 × 64 × 87.6mm

HS-T101KV-W
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5M H265
AI Tube Wi-Fi IP CameraKK

■ 1/2.8” CMOS
■ H.265 / H.264 
■ 5MP(2592 × 1944)
■ SONY STARVIS
■ Support ROI coding
■ 3D DNR / Digital WDR / Digital Defog / HLC
■ Built-in microSD card slot, up to 128GB
■ ICR auto switch, true day/night
■ Intelligent analytics: Region Intrusion Detection / 

       Scene Change Detection / Abnormal Video Signal Detection / 

   Line Crossing Detection / Face Detection / Face Capture

■ 1/2.8” CMOS
■ H.265 / H.264 
■ 8MP(3840 × 2160)
■ SONY STARVIS
■ Support ROI coding
■ 3D DNR / Digital WDR / Digital Defog / HLC
■ Built-in microSD card slot, up to 128GB
■ ICR auto switch, true day/night
■ Intelligent analytics: Region Intrusion Detection / 

       Scene Change Detection / Abnormal Video Signal Detection / 

   Line Crossing Detection / Face Detection / Face Capture

Digital DNR H.265 Micro SD IP RatingsDay & Night

Region Intrusion 
Detection

Abnormal Video
Signal Detection

Line Crossing 
Detection

Scene Change 
Detection

Face
Detection

Face
Capture

Digital DNR H.265 Micro SD IP RatingsDay & Night

Region Intrusion 
Detection

Abnormal Video
Signal Detection

Line Crossing 
Detection

Scene Change 
Detection

Face
Detection

Face
Capture

KL AI Tube Wi-Fi IP Camera
8M H265

EVF 2.8-12mm
1CH alarm input
1CH alarm output
1CH audio line in
1CH audio line out
IR distance 30m
DC12V/PoE48V
IP66
257.8 × 92.2 x 90mm

HS-T103KK-W

EVF 2.8-12mm
1CH alarm input
1CH alarm output
1CH audio line in
1CH audio line out
IR distance 30m
DC12V/PoE48V
IP66
257.8 × 92.2 x 90mm

HS-T103KL-W
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TT2X 4MP H.265+ 
Mini PTZ Speed Dome Camera

■ 1/2.7” CMOS
■ H.265+ / H.265 / H.264+ / H.264 / MJPEG
■ 4MP(2560 × 1440)
■ Starlight
■ 3D DNR / Digital WDR / HLC / BLC / Smart IR
■ ICR auto switch, true day/night
■ Built-in micro SD card slot, up to 256GB
■ Support PoE++
■ Intelligent analytics: abnormal video signal detection / 

   line crossing detection / region intrusion detection / 

   face detection / face capture

Optical
Zoom

Optical
Zoom

H.265+Built-in IR Micro SD BLC HLCIP Ratings

Face
Capture

Digital WDR Starlight Day & Night

Region Intrusion 
Detection

Perimeter
Alert

Digital Defog

Line Crossing 
Detection

Object
Removal

Abandon
Object

 Target 
Tracking

TB4X 4MP H.265+ 
Mini PTZ Speed Dome Camera

■ 1/2.7” CMOS
■ H.265+ / H.264 / MJPEG
■ 4MP(2560 × 1440)
■ Starlight
■ 3D DNR / Digital WDR / Digital Defog / HLC / BLC / Smart IR
■ ICR auto switch, true day/night
■ Built-in micro SD card slot, up to 256GB
■ Support PoE+
■ TVS 4KV lightning protection, surge protection and 
   voltage transient protection
■ Intelligent analytics: abnormal video signal detection / 

   line crossing detection / region intrusion detection / 

   face detection / face capture

f=2.8-12mm, F1.6-F2.7 

0.1°/s-60°/s Pan Speed 
0.1°/s-50°/s Tilt Speed 
1CH alarm input / 1CH alarm output
1CH audio line in / 1CH audio line out
2CH MIC built-in / 1CH speaker built-in
1×RJ45 10M/100M Ethernet 
IR distance 30m
DC12V/PoE(802.3at)<25W
IP66
Φ130 × 162mm

HS-D121TB

H.265+Built-in IR Micro SD BLC HLCIP Ratings

Face
Capture

Digital WDR Starlight Day & Night

Region Intrusion 
Detection

Digital Defog

 Target 
Tracking

Perimeter
Alert

Line Crossing 
Detection

Scene Change 
Detection

Object
Detection

Scene Change 
Detection

Object
Detection

Abnormal Video
Signal Detection

HS-D128TT

f=3.4-6.8mm, F1.7-F2.6
0.5°/s-100°/s Pan Speed 
0.5°/s-100°/s Tilt Speed 
1CH alarm input / 1CH alarm output
1CH audio line in / 1CH audio line out
1CH MIC built-in
IR distance 30m
DC12V/PoE+(802.3bt)<23W
IP67/IK10
Φ116 × 75mm



Optical
Zoom
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T3 15X 2MP H.265+

PTZ Speed Dome Camera
■ 1/2.8” CMOS
■ H.265+ / H.264 / MJPEG
■ 2MP(1920 × 1080)
■ Starlight
■ 3D DNR / Digital WDR / Digital Defog / HLC / BLC / Smart IR
■ ICR auto switch, true day/night
■ Built-in micro SD card slot, up to 256GB
■ Support PoE+
■ TVS 4KV lightning protection, surge protection and voltage transient protection
■ Intelligent analytics: abnormal video signal detection / line crossing detection / 

   region intrusion detection / face detection / face capture

IP RatingsBuilt-in IRTrue WDR H.265+ Micro SD BLC HLCStarlight Day & Night Digital Defog

Line Crossing 
Detection

Face
Capture

Region Intrusion 
Detection

Perimeter
Alert

Object
Removal

Abandon
Object

 Target 
Tracking

Scene Change 
Detection

Object
Detection

Abnormal Video
Signal Detection

f=5-75mm, F1.6-F2.8
IR distance 150m
DC12V/PoE+(802.3at) 
IP66, TVS 4KV
Φ173 × 268mm

HS-D093T3-K

PTZ Speed Dome CameraST 25X 2MP H.265+

■ 1/2.8” CMOS
■ H.265+ / H.264 / MJPEG
■ 2MP(1920 × 1080)
■ Starlight
■ 3D DNR / Digital WDR / Digital Defog / HLC / BLC / Smart IR
■ ICR auto switch, true day/night
■ Built-in micro SD card slot, up to 256GB
■ Support PoE+
■ TVS 4KV lightning protection, surge protection and voltage 
   transient protection
■ Intelligent analytics: abnormal video signal detection / 

    line crossing detection / region intrusion detection / 

    face detection / face capture

HS-D093ST-K

f=4.8-120mm, F1.65-F3.8
IR Distance 150m
DC12V/PoE(802.3at)
IP66 / TVS 4KV
Φ173 × 247mm

H.265+Built-in IR Micro SD BLC HLCDay & NightTrue WDR Starlight

Abnormal Video
Signal Detection

Region intrusion 
detection

IP Ratings

Perimeter
Alert

Digital Defog

Line Crossing 
Detection

Object
Removal

Abandon
Object

 Target 
Tracking

Scene Change 
Detection

Object
Detection

Face
Capture

Optical
Zoom
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TS32X 4MP H.265+ 
IR Network Smart PTZ Camera

■ 1/2.8” CMOS
■ H.265+ / H.265 / H.264+ / H.264 / MJPEG
■ 8MP(3840 × 2160)
■ 3D DNR / Digital WDR / HLC / BLC / Smart IR
■ ICR auto switch, true day/night
■ Built-in micro SD card slot, up to 256GB
■ TVS 6KV lightning protection, surge protection and
   voltage transient protection
■ Intelligent analytics: abnormal video signal detection / 

   line crossing detection / region intrusion detection / 

   face detection / face capture

H.265+Built-in IR Micro SD BLC HLCIP Ratings

Face
Capture

Digital WDR Starlight Day & Night

Region Intrusion 
Detection

Perimeter
Alert

Digital Defog

Object
Removal

Abandon
Object

 Target 
Tracking

Optical
Zoom

Object
Detection

Abnormal video
signal detection

Line Crossing 
Detection

Scene Change 
Detection

f=4.8-154mm, F1.0-F1.5
0.1°/s-390°/s Pan Speed 
0.1°/s-270°/s Tilt Speed 
1CH alarm input / 1CH alarm output
1CH audio line in / 1CH audio line out
IR distance 400m
DC24V/PoE+(802.3bt)<40W
IP67 / IK10
Φ302 x 197mm

HS-D116TS

Optical
Zoom

TA 25X 4MP H.265+ 
PTZ Speed Dome Camera

■ 1/2.7” CMOS
■ H.265+ / H.265 / H.264+ / H.264 / MJPEG
■ 4MP(2560 × 1440)
■ 3D DNR / Digital WDR / HLC / BLC / Smart IR
■ ICR auto switch, true day/night
■ Built-in micro SD card slot, up to 256GB
■ Support PoE++
■ TVS 6KV lightning protection, surge protection and
    voltage transient protection
■ Intelligent analytics: abnormal video signal detection / 

    line crossing detection / region intrusion detection / 

    face detection / face capture

f=4.8-120mm, F1.65-F3.8 
0.1°/s-80°/s Pan Speed 
0.1°/s-80°/s Tilt Speed
1CH alarm input / 1CH alarm output
1CH audio line in / 1CH audio line out
IR distance 120m
DC24V/AC24V/PoE++(802.3bt)<34W
IP66
Φ196 × 317mmHS-D116TA

H.265+Built-in IR Micro SDTrue WDR Starlight

Face
Capture

Day & Night IP Ratings BLC HLC

Line Crossing 
Detection

Region Intrusion 
Detection

 Target 
Tracking

Perimeter
Alert

Scene Change 
Detection

Object
Detection



PTZ Speed Dome CameraSU 32X 2MP H.265+

■ 1/2.8” CMOS
■ H.265+, H.265, H.264, MJPEG
■ 2MP(1920 × 1080)
■ 3D DNR, Digital WDR, Digital Defog, HLC, BLC, Smart IR
■ ICR auto switch, true day/night
■ Built-in micro SD card slot, up to 256GB
■ Support PoE+
■ TVS 6KV lightning protection, surge protection and voltage 
   transient protection
■ Intelligent analytics: abnormal video signal detection, 
   line crossing detection, region intrusion detection, 
   face detection, face capture

SW 8MP H.265
Multi-sensor panoramic camara

■ 1/2.8” CMOS
■ Smart H.265 / H.264 / MJPEG
■ 8MP(4096 × 1800)
■ 3D DNR / Digital WDR / Digital Defog / HLC / BLC / Smart IR
■ ICR auto switch, true day/night
■ Built-in micro SD card slot, up to 256GB
■ Intelligent analytics: abnormal video signal detection / 

   line crossing detection / region intrusion detection 
HS-T086SW

Board 3.2mm
1CH alarm input / 1CH alarm output
1CH audio line in / 1CH audio line out
IR distance 20m
DC12V/PoE
IP67 / IK10
288.4 × 159.7 × 137.7mm
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Object
Detection

True WDR

Region intrusion 
detection

Abnormal video
signal detection

Line Crossing 
Detection

Face
Capture

Perimeter
Alert

Object
Removal

Abandon
Object

 Target 
Tracking

Scene Change 
Detection

H.265+Built-in IR Micro SD BLC HLCDay & Night IP Ratings Digital Defog

Digital WDR

Region Intrusion 
Detection

Abnormal Video
Signal Detection

Line Crossing 
Detection

Face
Capture

Perimeter
Alert

Object
Removal

Abandon
Object

 Target 
Tracking

Scene Change 
Detection

Object
Detection

H.265+Built-in IR Micro SD BLC HLCDigital DefogDay & Night IP Ratings

Optical
Zoom

HS-D046SU-K

f=4.5-144 mm, F1.65-F4.4
1CH alarm input / 1CH alarm output
1CH audio line in / 1CH audio line out
IR distance 150m
DC12V/PoE+(802.3at)
IP66 / TVS 6KV
Φ208.4 × 328mm
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TR 6MP H.265
IR Fisheye Camera

■ 1/2.9" CMOS
■ H.265 / H.264 / MJPEG
■ 6MP(2160 × 2160)
■ SONY STARVIS
■ 3D DNR / Digital WDR / HLC / BLC
■ ICR auto switch, true day/night
■ Built-in micro SD card slot, up to 256GB HS-D063TR

Board 1.1mm
1CH alarm input / 1CH alarm output
1CH audio line in / 1CH audio line out
1CH MIC built-in
1CH CVBS output
IR distance 10-15m
DC12V/PoE
Φ130 × 41mm

KD 5MP H.264
Long-Term Time-Lapse Camera

■ 1/2.8" CMOS
■ H.265 / H.264
■ 5MP(2592 × 1944)
■ SONY STARVIS
■ 3D DNR / Digital WDR / Digital Defog / HLC / BLC
■ Built-in micro SD card slot, up to 128 GB
■ Automatically compile the Time-Lapse movie clips
■ Support long-term construction time lapse HS-T090KD-M

EVF 2.8-12mm
1CH alarm input / 1CH alarm output
1CH audio line in / 1CH audio line out
IR distance 30-40m
DC12V/PoE48V
IP68
236.3 × 94.3 × 82mm

H.264Built-in IR Micro SDDigital DNR Day & Night IP Ratings

Built-in IR

Time-Lapse Time-LapseDigital Defog BLC HLC

Micro SD BLC HLCTrue WDR Day & Night Digital Defog Intelligent
Alarm

360° Fisheye

■ 1/2.9” CMOS
■ H.265 / H.264 / MJPEG
■ 2MP(1920 × 1080)
■ 3D DNR / WDR
■ ICR auto switch, true day/night
■ Support smart phone, iPad, remote monitoring
■ PoE power supply
■ Built-in micro SD card slot, up to 128GB

T5 2MP H.265
Cube IR Camera

BLC HLCH.265+Built-in IRDigital WDR Day & Night PIR Motion
Detection

Board 2.8mm
1CH alarm input / 1CH alarm output
1CH MIC built-in
1CH speaker built-in
IR distance 10m
DC12V/PoE
130 × 71.7 × 71.7mmHS-X024T5

H.265



TM2MP
Screening Attendance Device

■ 8 inch LCD touch screen
■ Human-sounding voice prompt in multiple languages
■ Support tampering alarm
■ Stand-alone device, ready for networking ; communication via wired network (TCP/TP)
■ Support DI/DO and  Wiegand interface (26/34)
■ Support watchdog to ensure the operation stability
■ Module function (optional): card swiping module / face recognition lens / 

    fingerprint recognition module / face detection algorithm module

■ 3.5 inch LCD display touch screen ; Max. resolution: 2MP (1920 × 1080)
■ Face liveness detection technology distinguishing real faces from non-real face spoof attacks
■ Highly accurate face recognition using deep learning algorithm
■ Stand-alone device, ready for networking ; communication via wired network(TCP/TP) and Wi-Fi
■ Supports multiple door opening modes (card / card + password / card + face recognition / etc)
■ Support Wiegand interface (26/34)
■ Intelligent analysis: video exception detection / face detection / 

    face capture / face match / etc

■ 7 inch LCD display screen ; Max. resolution: 2MP (1920 × 1080)
■ Face liveness detection technology distinguishing real faces from non-real face spoof attacks
■ Highly accurate face recognition using deep learning algorithm
■ Stand-alone device, ready for networking ; communication via wired network (TCP/TP) and Wi-Fi
■ Supports multiple door opening modes (card / card + password / card + face recognition / etc)
■ Support Wiegand interface (26/34)
■ Intelligent analysis: video exception detection / face detection /  
    face capture / face match / etc
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3.6mm@F2.4
3.5 inch LCD display touch screen
Two-way audio
3,000 face pictures
1CH MIC built-in
1CH speaker built-in
1CH door contact input 
1CH door lock output
IR distance 0.3-1m
Softlight 0.3-0.5m
PoE, IEEE802.3af
DC12V/1A
118 × 114 × 25.1mm
300g

HS-TM7723

HS-TM7720

3.97mm@F1.6 
8 inch LCD touch screen
Two-way audio
SD Card × 1, up to 128GB
20,000 face pictures
2CH alarm input 
2CH alarm output
1CH MIC built-in
1CH speaker built-in
IR distance 10m
Whitelight 1-3m
DC12V/2A
138.6 × 30.8 × 271mm
1050g

Face
detection

Card Reader

Attendance 
Record

Touch
Screen

Touch
Screen

Masked Face 
Recognition

Schedule
Setting  

Door Operate  
Mode

Build-in
Speaker   

Card Reader

Wi-Fi Abnormal Video
Signal Detection

Attendance 
Record

Face
detection

Masked Face 
Recognition

Face
capture

Built-in
Speaker  

Schedule
Setting  

Door Operate  
Mode

Attendance 
Management

Attendance 
Management

Card Reader

Attendance 
Record

Masked Face 
Recognition

Face
detection

Abnormal Video
Signal Detection

Attendance 
Management

Face
capture

Built-in
Speaker 

Schedule
Setting  

Door Operate  
Mode

4.3mm@F1.6
7 inch LCD display touch screen
Two-way audio
10,000 face pictures
IR distance 0.3-2m
Whitelight 0.3-1m
DC12V/1A
244.6 × 120.4 × 30mm
520g

HS-TM7724
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H.265
NVRNK

■ Support license plate recognition
■ Remote control via Webclient or CMS
■ Support POS information overlay on iive view and playback 
■ Support NAT function and QRcode scanning by mobile phones

■ H.265+ / H.265 / H.264
■ 1080P definition video output

■ Embedded Linux OS
■ Up to 4K resolution IP video input
■ Multi-user online simultaneously

HS-NK431F
4CH IPC network input
Maximum 6MP IPC @25/30 fps per channel
1CH 1080P HDMI / 1CH 1080P VGA video output 
Simultaneous playback max 4CH 
Dual / Single stream recording
SATA x 1, Max 10TB
USB 2.0 × 2
LAN/WAN RJ45 100Mbps
Max 10 users online
Incoming / outgoing bandwidth 40Mbps / 40Mbps
DC12V/1.5A, ≤6W(without HDD)
255 × 222 × 45mm
1.2kg

HS-NK831F
8CH IPC Network Input
Maximum 6MP IPC @25/30 fps per channel
1CH 1080P HDMI / 1CH 1080P VGA video output 
Simultaneous playback max 8CH 
Dual / Single stream recording
SATA x 1, Max 10TB
USB 2.0 × 2
LAN/WAN RJ45 100Mbps
Max 10 users online
Incoming / outgoing bandwidth 80Mbps / 80Mbps
DC12V/1.5A, ≤6W(without HDD)
255 × 222 × 45mm
1.2kg

HS-NK6321
16CH IPC Network Input
Maximum 12MP IPC @25/30 fps per channel
1CH 4K HDMI / 1CH 1080P HDMI / 1CH 1080PVGA video output
1CH audio output 
16CH simultaneous playback max
Dual / Single stream recording
8CH alarm input, 4CH alarm output
SATA × 2, Max 14TB per HDD
USB 2.0 × 2, USB 3.0 × 1 
LAN/WAN RJ45 1000Mbps × 2
Max 10 users online
Incoming / outgoing bandwidth 160Mbps / 160Mbps
DC12V/4A, ≤20W(without HDD)
380 × 268 × 48.1mm
1.5kg

HS-NK3382
32CH IPC Network Input
Maximum 8MP IPC @25/30 fps per channel
1CH 4K HDMI / 1CH 1080P HDMI / 1CH 1080PVGA video output
1CH audio output
32CH simultaneous playback max
Dual / Single stream recording
16CH alarm input, 4CH alarm output
SATA × 8, Max 10TB per HDD
USB 2.0 × 2, USB 3.0 × 1
LAN/WAN RJ45 1000Mbps × 2
Max 10 users online
Incoming / outgoing bandwidth 160Mbps / 160Mbps
DC12V/4A, ≤20W(without HDD)
445 × 435.6 ×98.6mm
6.8kg



PKH.265
PoE NVR

HS-PK4311
4CH IPC Network Input
Maximum 8MP IPC @25/30 fps per channel
1CH 4K HDMI / 1CH 1080P VGA video output 
1CH audio out 
4CH simultaneous playback max
Dual stream recording
SATA × 1 / Max 14TB per HDD
USB 2.0 × 1 (front panel), USB 2.0 × 1 (rear panel)
PoE RJ45 100Mbps × 4 (≤48W)
LAN/WAN RJ45 1000Mbps
Max 10 users online
Incoming / outgoing bandwidth 40Mbps / 40Mbps
DC48V/1.25A, ≤10W(without HDD)
300 × 248.4 × 52.1mm
1.2kg

8CH IPC Network Input
Maximum 8MP IPC @25/30 fps per channel
1CH 4K HDMI / 1CH 1080P VGA video output 
1CH audio out 
8CH simultaneous playback max
Dual stream recording
SATA × 1 / Max 14TB per HDD
USB 2.0 × 1 (front panel), USB 2.0 × 1 (rear panel)
PoE RJ45 100Mbps × 8 (≤96W)
LAN/WAN RJ45 1000Mbps
Max 10 users online
Incoming / outgoing bandwidth 80Mbps / 80Mbps
DC48V/2.5A, ≤10W(without HDD)
300 × 248.4 × 52.1mm
1.2kg

16CH IPC Network Input
Maximum 8MP IPC @25/30 fps per channel
1CH 4K HDMI / 1CH 1080P VGA video output  
1CH audio out 
16CH simultaneous playback max
Dual stream recording
SATA × 2 / Max 14TB per HDD
USB 2.0 × 1 (front panel), USB 2.0 × 1 (rear panel)
PoE RJ45 100Mbps × 16 (≤150W)
LAN/WAN RJ45 1000Mbps
Incoming / outgoing bandwidth 96Mbps / 96Mbps
DC48-55V/3.3A, ≤10W(without HDD)
380 × 268.4 × 52.1mm
1.5kg

HS-PK8311 HS-PK6321

■ Embedded Linux OS
■ Multi-user online simultaneously
■ Up to 4K resolution IP video input
■ 4K high definition video output

■ Support license plate recognition
■ Remote control via Webclient or CMS
■ Support POS information overlay on iive view and playback 
■ Support NAT function and QRcode scanning by mobile phones

■ Support IVS
■ H.265+ / H.265 / H.264
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NBH.265
RAID NVR

■ Support NAT function 
■ Remote control via webclient or CMS
■ Embedded Linux OS
■ H.265 / H.264
■ Up to 4K resolution IP video input
■ 4K high definition video output
■ Support POS information overlay on iive view 
   and playback 
■ Multi-user online simultaneously
■ Dual stream recording
■ Mobile remote surveillance (iPhone, iPad, Android)

128CH IPC audio in
2CH 4K HDMI, 1CH 1080P VGA video input
128CH IPC audio input
128CH IPC alarm in/out
1CH audio output
16CH simultaneous playback max
Triple, dual, single stream recording
8CH alarm input, 4CH alarm output
SATA × 16, Max 10TB per HDD
E-SATA × 1
USB 2.0 × 2 (front panel), USB 3.0 × 1 (rear panel)
RAID 0, 1, 5, 6, 10
RJ45 1000Mbps × 2
Max 20 users online
Incoming / outgoing bandwidth 384Mbps / 
384Mbps
ATX (AC110V/240V)
≤30W (without HDD)
437 × 483 × 143mm
14.38kg

HS-NBB360
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CCTV Accessories

Audio Capture Device
■ High-sensitivity omni-directional microphone for clear, natural sound
■ Power polarity switching protection and static protection
■ Radio range 3-45square meters

Sensitivity –40dB 

Resistance 2.2KΩ
360° degree omnidirectional
58db S/N ratio 
20g
24 × 24 × 13.5mm
DC8-14V/10mV (max)HS-H019Y0

4MP HD Video Encoder
■ 4MP (2560 x 1440) full real time coding
■ Support 1MP / 2MP / 3MP / 4MP AHD; TVI / CVI access
■ Micro SD card local storage of image and record with 
   pre-alarm recording and auto cycle recording
■ Smart analysis including object removal / line crossing / 

    intrusion /exception detection / video mask (IVA1.0) /
    synchronized with current IVS
■ Support three streams
■ CoC control

Control Keyboard
■ 10.1 inch capacitive touch screen
■ Android 6.0 operating system
■ H.265 / H.264
■ Maximum 4 screen display mode
■ Supports PTZ control, preset, cruise 
   and track setup and calling
■ ONVIF protocol supported
■ Up to 1024 devices to be added
■ Supports USB flash disk upgrade, USB mouse
■ Supports viewing images on the touch screen or outputting images on the external monitor via 
■ HD MIinterface

7" Test Monitor
■ 7 inch IPS touch screen, 1280 x 800 resolution
■ H.265 / H.264 / 4K video display via mainstream
■ 4K IP / 8MP TVI / 8MP AHD / 8MP SDI/Ex-SDI test
■ Rapid ONVIF, auto view video and create testing report

HS-H041PA

HS-TM076P

1 × RJ45  / 1 × RS485 / 1 × RS232
Max.H.264 1CH 1080p@60fps / 4CH 720p@30fps
Max.H.265 1CH 4k@30fps
≤15W
1.388 kg
450× 179× 115mm
DC 12VHS-CK305

1 × RS485 
1 × BNC, PAL/NTSC self-adaptive
1 CH 3.5mm interface, share with MIC in interface 
8 CH alarm input / 4CH alarm output
Bit Rate 32Kbps-16Mbps
H.265 / H.264 / MJPEG
TVS6000V lightning protection, surge 
Power Consumption ≤4W
220g
140 × 74.3 × 29mm
PoE/DC12V



CCTV Accessories
PoE Switch

4 x 100M Base-TX RJ45 PoE
2 x 100M RJ45 Uplink 
250M/10Mbps; 100M/100Mbps
IEEE 802 .3i/u, IEEE802.3x
IEEE 802 .3at/af/bt (PoE / PoE+ / PoE++)
Port 1,2,3 ≤ 30W, Port 4 ≤ 60W
≤ 60W power supply
MAC table size 2K
1.2 Gbps backplane bandwidth
DC12V-52V
130 × 65 × 31mm
0.28kg

8 x RJ45 PoE (6 x 100M Base-TX, 2 x 1000M Base-T)
2 x 1000M RJ45 Uplink
1 x 1000M Base-X SFP
250M/10Mbps; 130M/100Mbps
IEEE 802 .3i/u/ab, IEEE802.3x
IEEE 802 .3at/af/bt (PoE / PoE+ / PoE++)
Port 1-6 ≤ 30W, Port 7-8 ≤ 60W
≤ 120W power supply
MAC table size 8K
11.2 Gbps backplane bandwidth
AC110V-220V
205 × 122 × 33.5mm
1.04kg

16 x RJ45 PoE (14 x 100M Base-TX, 2 x 1000M Base-T)
2 x 1000M RJ45
1 x 1000M Base-X SFP
250M/100Mbps; 100M/1000Mbps
IEEE 802 .3i/u/ab, IEEE802.3x
IEEE 802 .3at/af/bt (PoE / PoE+ / PoE++)
Port 1-14 ≤ 30W, Port 15-16 60W
≤ 300W power supply
MAC table size 8K
12.8 Gbps backplane bandwidth
AC110V-220V
430 × 180 × 45mm
2.84kg

HS-PSW802-BHS-PSW402-B HS-PSW162-B

■ Support surge protection for both power and RJ45 ports
■ Power supply supports overloaded and over temperature protection
■ Separate PoE and DC circuit, reduce interference

Standard
■ Support AI watchdog
■ Support PoE++

■ Support advanced VLAN. QoS with authentication
■ Support massive package and IGMP
■ Support IGMP Snooping

■ Support DHCP server
■ Support broadcast
■ Support package duplication

Level 2 Management

HS-MSW802 HS-MSW162 HS-MSW244-B
8 x 1000M Base-TX RJ45 PoE
2 x 1000M RJ45
2 x 1000M Base-X SFP
1 x console
IEEE 802 .3/u, IEEE802.3x
Jumbo Frame
IEEE802. 3at/af (PoE / PoE+)
IEEE 802 .3az, IEEE 802 .1p QoS 
QoS, IEEE 802 .1x
IEEE 802 .1Q VLAN, 
IEEE 802 .1d/w/s (STP / RSTP / MSTP)
Per port max 30W
≤ 150W power supply
MAC Table Size 8K
20 Gbps Backplane Bandwidth
AC100V-240V
275 × 200 × 44mm
3.5kg

16 x 1000M Base-TX RJ45 PoE
2 x 1000M RJ45
2 x 1000M Base-X SFP
1 x console
IEEE 802 .3/u, IEEE802.3x
Jumbo Frame
IEEE 802. 3at/af (PoE / PoE+)
IEEE 802 .3az, IEEE 802 .1p QoS 
QoS, IEEE 802 .1x 
IEEE 802 .1Q VLAN, 
IEEE 802 .1d/w/s (STP / RSTP / MSTP)
Per port max 30W
≤ 270W Power supply
MAC Table Size 8K
36 Gbps Backplane Bandwidth
AC100V-240V
440 × 200 × 44mm
4.5kg

24 x 1000M Base-TX RJ45 PoE
4 x 1000M Base-X Combo ( RJ45/SFP ) 
1 x console
IEEE 802 .3i/u/ab/z, IEEE802.3x
Jumbo Frame
IEEE 802 .3at/af (PoE / PoE+)
IEEE 802 .3az, IEEE 802 .1p QoS
QoS, IEEE 802 .1x 
IEEE 802 .1Q VLAN
IEEE 802 .1d/w/s (STP / RSTP / MSTP)
Per port max 30W
≤ 400W Power supply
Support AI watchdog
MAC Table Size 8K
56 Gbps Backplane Bandwidth
AC100V-240V
440 × 180 × 45mm
2.3kg
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ADD: No.673, Changxing Rd., Bade Dist., Taoyuan City 334012, Taiwan

WEB: www.hisharp.com

TEL: +886-3-3653121

E-MAIL: sales@hisharp.com.tw
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