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2MP

■ 1/2.9” SONY CMOS: 2.0 Mega
■ 2MP (1920 × 1080)
■ HD video transmission without video quality loss and delay
■ The same connection structure as original analogue system without cable (Coax / UTP) changing
■ Long transmission distance
■ 2D DNR / 3D DNR
■ Support CoC (UTC) to operate OSD menu

HS-4IN1-T067AA
Board 3.6mm, 6mm
IR Distance 25-35m
DC12V±10%
IP68
83 x 83 x 141mm

HS-4IN1-T068AA
VF 2.8-12mm
IR Distance 25-35m
DC12V±10%
IP66
83 x 83 x 141mm

HS-4IN1-T089AA
Board 3.6mm, 6mm
IR Distance 20m
DC12V±10%
IP68
213 x 79 x 77mm

HS-4IN1-T090AA
VF 2.8-12mm
IR Distance 20m
DC12V±10%
IP68
236.3 x 94.3 x 82mm

HS-4IN1-D060AA HS-4IN1-D073AA
VF 2.8-12mm
IR Distance 25-35m 
DC12V±10%
IP66, IK10
126 x 126 x 100mm

Board 3.6mm, 6mm
IR Distance 20-30m
DC12V±10%
IP66
106 x 106 x 81mm

HS-4IN1-D047AA
Board 3.6mm, 6mm
IR Distance 20m
DC12V±10%
Φ96.6 x 64.27mm
*Plastic

HS-4IN1-D048AA
Board 2.8mm
IR Distance 10m
DC12V±10%
IP67, IK10
97 x 55 x 99.6mm

HS-4IN1-X011AA
Board 3.7mm
DC12V±10%
39 x 50 x 32mm

Hybrid Camera

AWB BLC OSDCoC Day & Night IP Ratings

AA

Digital WDR
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■ 1/2.8” SONY CMOS: 2.0 Mega
■ 2MP (1920 × 1080)
■ HD video transmission without video quality loss and delay
■ The same connection structure as original analogue system without cable (Coax / UTP) changing
■ Support CoC (UTC) to operate OSD menu

■ Long transmission distance
■ 2D DNR / 3D DNR

DJ 2MP
Audio Over Coax

■ 1/2.9” CMOS: 2.0 Mega
■ 2MP (1920 × 1080)
■ HD video transmission without video quality loss and delay
■ The same connection structure as original analogue system without cable (Coax / UTP) changing
■ Support CoC (UTC) to operate OSD menu

DL 2MP
Starlight Series

■ Long transmission distance
■ 2D DNR / 3D DNR

AOCAWB BLC OSDCoCWDR Day & Night IP Ratings

StarlightAWB BLC OSDCoC Day & Night IP Ratings

HS-4IN1-T089DL HS-4IN1-T090DL
Board 3.6mm, 6mm
IR Distance 20m
DC12V±10%
IP68
212.6 × 79.4 × 77mm

VF 2.8-12mm
IR Distance 30m
DC12V±10%
IP68
236.3 x 94.3 x 82mm

HS-4IN1-D105DJ HS-4IN1-D106DJ HS-4IN1-T089DJ HS-4IN1-T090DJ
Board 3.6mm
IR Distance 20m
DC12V±10%
IP68
Φ119.7 × 86.4mm

Board 3.6mm
IR Distance 20m
DC12V±10%
IP68
212.6 x 79.4 x 77mm

VF 2.8-12mm
IR Distance 30m
DC12V±10%
IP68
Φ136.9 × 107.2mm

VF 2.8-12mm
IR Distance 30m
DC12V±10%
IP68
236.3 x 94.3 x 82mm

Digital WDR
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■ 1/2.8” SONY CMOS: 5.0 Mega
■ 5MP (2592 × 1944)
■ HD video transmission without video quality loss and delay
■ The same connection structure as original analogue system without cable (Coax / UTP) changing
■ Long transmission distance
■ 2D DNR / 3D DNR
■ Support CoC (UTC) to operate OSD menu

5MP
Hybrid Camera

AWB BLC OSDCoC Day & Night IP Ratings

HS-6IN1-D060B7 HS-6IN1-D073B7 HS-6IN1-T067B7

HS-6IN1-T068B7 HS-6IN1-T089B7 HS-6IN1-T090B7

HS-6IN1-D102B7
VF 2.8-12mm
IR Distance 25-35m
DC12V±10%
IP66, IK10
126 x 126 x 100mm

VF 2.8-12mm
IR Distance 25-35m
DC12V±10%
IP66
83 x 83 x 141mm

Board 4mm, 6mm
IR Distance 20m
DC12V±10%
IP68
212.6 × 79.4 × 77mm

VF 2.8-12mm
IR Distance 30m
DC12V±10%
IP68
236.3 x 94.3 x 82mm

Board 4mm, 6mm
IR Distance 20-30m
DC12V±10%
IP66
106 x 106 x 81mm

VF 2.8-12mm
IR Distance 30m
DC12V±10%
IP68, IK10
Φ140 x 101.9mm

Board 4mm, 6mm
IR Distance 25-35m
DC12V±10%
IP68
83 x 83 x 141mm

B7
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■ Long transmission distance
■ 2D DNR / 3D DNR

■ 1/2.5” CMOS: 5.0 Mega
■ 5MP (2592 × 1944)
■ HD video transmission without video quality loss and delay
■ The same connection structure as original analogue system without cable (Coax / UTP) changing
■ Support CoC (UTC) to operate OSD menu

DH 5MP
Audio Over Coax

AOCAWB BLC OSDCoCWDR Day & Night IP Ratings

HS-4IN1-D102DH
VF 2.8-12mm
IR Distance 30m
DC12V±10%
IP68
Φ140 × 101.9mm

HS-4IN1-D105DH
Board 3.6mm
IR Distance 20m
DC12V±10%
IP68
Φ119.7 × 86.4mm

HS-4IN1-D106DH
VF 2.8-12mm
IR Distance 30m
DC12V±10%
IP68
Φ136.9 × 107.2mm

HS-4IN1-T089DH
Board 3.6mm
IR Distance 20m
DC12V±10%
IP68
212.6 x 79.4 x 77mm

HS-4IN1-T090DH
VF 2.8-12mm
IR Distance 30m
DC12V±10%
IP68
236.3 x 94.3 x 82mm

HD Analog CameraCN 5MP

■ 1/2.8” CMOS: 5.0 Mega
■ 5MP (2592 × 1944)
■ HD video transmission without video quality loss & delay
■ The same connection structure as original analogue system without cable (Coax / UTP) changing
■ Support CoC (UTC) to operate OSD menu

HS-6IN1-D102CN HS-6IN1-T090CN
VF 2.8-12mm
IR Distance 30m
DC12V±10%
IP68
236.3 x 94.3 x 82mm

VF 2.8-12mm
IR Distance 30m
DC12V±10%
IP68
Φ140 x 101.9mm

AWB BLC OSDCoCWDR Day & Night IP Ratings

■ Long transmission distance
■ 2D DNR / 3D DNR
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2MP
HD Analog Camera

■ 1/2.9” SONY CMOS: 2.0 Mega
■ 2MP (1920 × 1080)
■ HD video transmission without video quality loss and delay
■ The same connection structure as original analogue system without cable (Coax / UTP) changing
■ 2D DNR / 3D DNR
■ Built-in IR cut filter accurate focus for day and night

AWB BLC OSDCoCWDR Day & Night IP Ratings

HS-4IN1-D102CE HS-4IN1-D110CE
VF 2.8-12mm
IR Distance 30m
DC12V±10%
IP68
Φ140 x 101.9mm

VF 2.8-12mm
DC12V±10%
Φ130 x 101.3mm
*Plastic

HS-4IN1-D111CE
VF 2.8-12mm
IR Distance 20m
DC12V±10%
Φ130 x 101.3mm
*Plastic

Board 3.6mm
IR Distance 20m
DC12V±10%
IP68
212.6 x 79.4 x 77mm

VF 2.8-12mm
IR Distance 30m
DC12V±10%
IP68
236.3 x 94.3 x 82mm

C/CS Mount
DC12V±10%
125.7 x 56 x 50mm
*Lens excluded

HS-4IN1-T089CE

HS-4IN1-T090CE HS-4IN1-X002CE

CE
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2MP One Cable Camara
HD Analog Coaxial Cable CameraCD

AWB BLC OSDCoCWDR Day & Night IP Ratings

WDR AWB BLC OSDCoC Day & Night IP Ratings

■ 1/2.9” CMOS: 5.0 Mega
■ 2MP (1920 × 1080)
■ HD video transmission without video quality loss and delay
■ The same connection structure as original analogue system without cable (Coax / UTP) changing
■ Support CoC (UTC) to operate OSD menu
■ Power over coaxial function need to work with Power Unit (H010P8 / H011P9)

■ Long transmission distance
■ ■Built-in IR cut filter, accurate focus for day & night

■ 2D DNR / 3D DNR

HS-4IN1-D102CD
VF 2.8-12mm
IR Distance 30m
DC12V±10%
IP68
Φ140 x 101.9mm

HS-4IN1-D111CD
VF 2.8-12mm
IR Distance 20m
DC12V±10%
Φ130 x 101.3mm
*Plastic

HS-4IN1-D110CD
VF 2.8-12mm
DC12V±10%
Φ130 x 101.3mm
*Plastic

VF 2.8-12mm
IR Distance 30m
DC12V±10%
IP68
212.6 x 79.4 x 77mm

HS-4IN1-T090CD
C/CS Mount
DC12V±10%
125.7 x 56 x 50mm
*Lens excluded

HS-4IN1-X002CD

DN 5MP One Cable Camara
HD Analog Coaxial Cable Camera

■ 1/2.8” CMOS: 5.0 Mega
■ 5MP (2592 × 1944)
■ HD video transmission without video quality loss and delay
■ The same connection structure as original analogue system without cable (Coax / UTP) changing
■ Support CoC (UTC) to operate OSD menu
■ Power over coaxial function need to work with Power Unit (H010P8 / H011P9)

HS-6IN1-D102DN HS-6IN1-T090DN
VF 2.8-12mm
IR Distance 30m
DC12V±10%
IP68
236.3 x 94.3 x 82mm

VF 2.8-12mm
IR Distance 30m
DC12V±10%
IP68
Φ140 x 101.9mm

■ Long transmission distance
■ ■Built-in IR cut filter, accurate focus for day & night

■ 2D DNR / 3D DNR



08

JG 8MP
HD Analog IR Bullet Camera

HS-D087JG HS-T058JG
VF2.8-12mm
IR Distance 30-50m
DC12V±10%
IP67
217.7 x 80.5 x 80.5mm

VF 2.8-12mm
IR Distance 20-30m
DC12V±10%
IP67 / IK10
Φ141 x 100.2mm

■ 1/2.7” ■CMOS:8.0Mega
■ 8MP (3840 × 2160)
■ AHD / TVI / CVI standard and lossless video output 
■ Auto color to B / W at low illumination 
■ CMOS progressive scan, perfectly capture the moving object 
■ High speed, long distance and real time transmission

■ Up to 1700 TVL resolution 
■ Support OSD menu
■ Support ICR switch, true day / nigh
■ Support noise reduction function 

AWB BLC OSDCoCWDR Day & Night IP Ratings

■ 1/2.5” CMOS: 5.0 Mega
■ 5MP (2592 × 1936)
■ HD video transmission without video quality loss and delay
■ The same connection structure as original analogue system without cable (Coax / UTP) changing
■ White light delivers better night vision images for maximum detail when it matters most
■ Support CoC (UTC) to operate OSD menu

HS-T100JF
Board 3.6mm
LED view Distance 20-30m
DC12V±10%
IP67
165.7 x 69 x 69mm

HS-D070JF
Board 3.6mm
LED view Distance 20-30m
DC12V±10%
IP67
Φ94.6 x 82.8mm

JF 5MP
Day/Night Full-Color HD Analog Camera

■ Long transmission distance
■ 2D DNR / 3D DNR

AWB BLC OSDCoC Day & Night IP Ratings Full ColorDigital WDR
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C4 2MP
Ultra Wide Angle / Panoramic Camera

HS-AHD-D025C4
Wide-angle lens 1.38mm/F2.0
DC12V±10%
IP66
Φ110 x 88mm

AWBCoC 180° 
Panoramic view

IP Ratings

■ 1/2.8” SONY CMOS: 2.0 Mega
■ 2MP (1920 × 1080)
■ Suppurt CoC
■ Replace dual lens
■ Lens angle: 120°-180° Adjustment at every increment of 5 degrees
■ Saves the hassle of tampering with cables

■ Panoramic view covering all angles
■ Vertical viewing angle (MAX): 110°
■ Pan (left or right) position setting at 140°
■ Multiple screen display

HS-D105DW
Board 1.85mm
DC12V±10%
IP68
Φ119.7 × 97.45mm

■ 1/1.73” CMOS: 8.0 Mega
■ 4MP (2592 × 1520)
■ High video quality on HD 4MP
■ HD video transmission without video quality loss & delay
■ Long transmission distance
■ The same connection structure as original analogue system without cable (Coax / UTP) changing

■ Support CoC (UTC) to operate OSD menu

DW 4MP
Ultra Wide Angle/Panoramic Camera

AWB BLC OSDCoC Day & Night IP Ratings
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HS-D067DM
Wide-angle lens 1.38mm/F2.0
IR Distance 10m
DC12V±10%
Φ78.9 x 50.7mm
*Plastic

■ 1/2.8” SONY CMOS: 2.0 Mega
■ 2MP (1920 × 1080)
■ Suppurt CoC
■ Replace dual lens
■ Lens angle: 120°-180° Adjustment at every increment of 10 degrees
■ Panoramic view covering all angles

■ Support tilt position setting
■ Built in MIC

DM 2MP

180° 
Panoramic view

AWBCoC Day & Night OSD Built in MIC

Ultra Wide Angle / Panoramic Camera

AWB BLC OSDCoCWDR Day & Night

2MP
HD Analog Thermal CameraD8

HS-T080D8
AHD or TVI (Optional) 
Board 6mm
DC12V±10%
Ø76.3 x 150mm 

■ 1/2.8” SONY CMOS: 2.0 Mega
■ 2MP (1920 × 1080)
■ High accuracy: ±2°C; optimum distance: within 3M
   (conditions: within 3 meters, target object must be occupied 50% of camera scene)
■ ■Built-in buzzer
■ ■11 mode patterns (including PIP / POP)

■ ■Support CoC
■ ■Dry contact output: NC/NO



■ Time slice instant search
■ Fast local back up
■ FTP cloud back up
■ Private DDNS service
■ Push notification

■ NVR remote recroding
■ RTSP streaming
■ IP camera recording
■ NVMS 2.0 management
■ HI SHARP APP

■ Support 5MPL / 4MPL / 1080P / 1080PL / 960H / 720P /  

    WD1 / D1; TVI / AHD / CVI video input
■ Support 5MPL / 4MPL / 1080P / 1080PL / 720P /  WD1 / 

   D1 video input by default
■ Support audio over coaxial (TVI mode)

HS-HQ4311 HS-HQ8311 HS-HQ6321
4CH AHD / TVI / CVI Input
6CH (4+2) Max IPC Connection
6CH Total Connection
1CH 1080P HDMI/VGA Output
5MP@30 fps IPC Maximum Access Level
5MPL@10 / 4MPL@15 / 1080P@15 fps
4CH Simultaneously Local Playback 
SATA x 1 (Each 16TB)
USB 2.0 × 1 (Front panel), USB 2.0 × 1 (Rear panel)
RJ45 10/100M Base-T x 1 
RS485 x 1 (Connect to PTZ)
300 x 248.5 x 48mm

HS-HQ3382
4CH AHD / TVI / CVI Input
6CH (4+2) Max IPC Connection
6CH Total Connection
1CH 1080P HDMI/VGA Output
5MP@30 fps IPC Maximum Access Level
5MPL@10 / 4MPL@15 / 1080P@15 fps
4CH Simultaneously Local Playback 
SATA x 8 (Each 16TB)
USB 2.0 × 1 (Front panel), USB 2.0 × 1 (Rear panel)
RJ45 10/100M Base-T x 1 
RS485 x 1 (Connect to PTZ)
300 x 248.5 x 48mm

8CH AHD / TVI / CVI Input
12CH (8+4) Max IPC Connection
12CH Total Connection
1CH 1080P HDMI/VGA Output
5MP@30 fps IPC Maximum Access Level
5MPL@10 / 4MPL@15 / 1080P@15 fps
8CH Simultaneously Local Playback 
SATA x 1 (Each 16TB)
E-SATA x 1
USB 2.0 × 1 (Front panel), USB 2.0 × 1 (Rear panel)
RJ45 10/100M Base-T x 1 
RS485 x 1 (Connect to PTZ)
300 x 248.5 x 48mm

16CH AHD / TVI / CVI Input
16CH (8+8) Max IPC Connection
24CH Total Connection
1CH 1080P HDMI/VGA Output
5MP@30 fps IPC Maximum Access Level
5MPL@10 / 4MPL@15 / 1080P@15 fps
16CH Simultaneously Local Playback 
SATA x 2 (Each 16TB)
E-SATA x 1
USB 2.0 × 1 (Front panel), USB 2.0 × 1 (Rear panel)
RJ45 10/100M Base-T x 1 
RS485 x 1 (Connect to PTZ)
380 x 268 x 48mm

H.265+ 

Hybrid DVRHQ

1 1



HS-H010P2
AHD, TVI, CVBS
BNC-F x 4 Camera Input 
BNC-F x 4 Video Output
3C2V: 250M (R<10Ω)
AC100-240V, 50/60Hz
-10°C-50°C (14°F-122°F)

HS-H011P3
AHD, TVI, CVBS
BNC-F x 8 Camera Input 
BNC-F x 8 Video Output
3C2V: 250M (R<10Ω)
AC100-240V, 50/60Hz
-10°C-50°C (14°F-122°F)

AHD / TVI / CUBS Power Over Coax
One Cable Solution

AHD, TVI, CVBS
BNC-F x 1 Camera Input 
BNC-F x 1 Video Output
3C2V: 250M (R<10Ω)
DC12V/500mAh
-10°C-50°C (14°F-122°F)
85 x 58.6 x 36.8mm

TX / Transmitter

This product have to work with regular TX box or one cable camera

Power Box / RX / Receiver
For 2MP one cable camara

HS-H010P8
AHD, TVI, CVBS
BNC-F x 4 Camera Input
BNC-F x 4 Video Output
3C2V: 250M (R<10Ω)
AC100-240V, 50/60Hz
-10°C-50°C (14°F-122°F)

HS-H011P9
AHD, TVI, CVBS
BNC-F x 8 Camera  Input 
BNC-F x 8 Video Output
3C2V: 250M (R<10Ω)
AC100-240V, 50/60Hz
-10°C-50°C (14°F-122°F)

For 2MP & 5MP one cable camara

HS-HP8321

HS-H013P4

HS-HP4311
4CH AHD / TVI / CVI Input
6CH (4+2) Max IPC Connection
6CH Total Connection
1CH 4K HDMI / 1CH 1080P VGA Output
8MP @20 fps IPC Maximum Access Level / Others @30 fps
8MP@7 / 8MPL@15 / 5MP@12 / 5MPL@20 / 
4MP.3MP@15 / 4MPL@30 / 1080P@30 fps
4CH Simultaneously Local Playback 
SATA x 1 (Each 16TB)
E-SATA x 1
USB 2.0 × 1(Front panel), USB 2.0 × 1(Rear panel)
RJ45 10/100M Base-T x 1 
RS485 x 1(Connect to PTZ)
300 x 248.5 x 48mm

8CH AHD / TVI / CVI Input
16CH (8+8) Max IPC Connection
16CH Total Connection
1CH 4K HDMI / 1CH 1080P VGA Output
8MP @20 fps IPC Maximum Access Level / Others @30 fps
8MP@7 / 8MPL@15 / 5MP@12 / 5MPL@20 / 
4MP.3MP@15 / 4MPL@30 / 1080P@30 fps
8CH Simultaneously Local Playback 
SATA x 2(Each 16TB)
E-SATA x 1
USB 2.0 × 1(Front panel), USB 3.0 × 1(Rear panel)
RJ45 10/100/1000M Base-T x 1
RS485 x 1(Connect to PTZ)
380 x 268 x 48mm

HS-HP6321
16CH AHD/TVI/CVI Input
16CH(8+8) Max IPC Connection
24CH Total Connection
1CH 4K HDMI/1CH 1080P VGA Output
8MP@25fps IPC Maximum Access Level / Others@30fps
8MP@8 / 8MPL@15 / 5MP@12 / 5MPL@20 / 
4MP3MP@15 / 4MPL@30 / 1080P@30 fps
16CH Simultaneously Local Playback
SATA x 2(Each 20TB)
E-SATA  x 1
USB 2.0 × 1(Front panel), USB 3.0 × 1(Rear panel)
RJ45 10/100/1000M Base-T x 1
RS485 x 1(Connect toPTZ)
380 x 268 x 45mm

HP
■ Support 8MP / 5MP / 5MPL / 4MP / 4MPL / 3MP / 1080P /   

   960P / 720P / WD1 / D1; TVI / AHD / CVI video input
■ Support 5MPL / 4MPL / 1080P / 1080PL / 720P /  WD1 / 

   D1 video input by default
■ Support audio over coaxial (TVI mode)

■ Time slice instant search
■ Fast local back up
■ FTP cloud back up
■ Private DDNS service
■ Push notification

■ NVR remote recroding
■ RTSP streaming
■ IP camera recording
■ NVMS 2.0 management
■ HI SHARP APP

H.265+ 

Hybrid DVR
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CCTV Accessories
Balun Connector
■ Easy install PIN
■ Plug-n-Play
■ Built-in static protection
■ Built-in surge protection
■ BNC connector
■ Patented split design

Audio Capture Device
■ High-sensitivity omni-directional microphone for clear, natural sound
■ Power polarity switching protection and static protection
■ Radio range 3-20 square meters

13

1 × RS485
1 × BNC,PAL/NTSC self-adaptive
1CH 3.5mm speaker, MIC input
1CH Alarm input / 1CH Alarm output
32Kbps-16Mbps
H.265, H.264, MJPEG
TVS 6000V
≤4W
220g
140 × 74.3 × 29mm
PoE/DC 12V

HS-HDB101

Adapter Input: AC100-240V
Output: DC12V
CE/FCC/UL/ROHS

1A 2A 5A

HS-H019Y0

–40dB Sensitivity
2.2KΩ Resistance
360° degree omnidirectional
58db S/N Ratio
20g
24 x 24 x 13.5 mm
DC8-14V/10mV (Max)



ADD: No.673, Changxing Rd., Bade Dist., Taoyuan City 334012, Taiwan

WEB: www.hisharp.com

TEL: +886-3-3653121

E-MAIL: sales@hisharp.com.tw

FAX: +886-3-3681482


