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*Smart Optical Low Pass Filter (OLPF) with built-in switching mechanism .

*2-in1 high resolution 480TVL (color mode) and 500TVL (b&w mode).

*Innovative detection system technology controls OLPF, switching accurately to a visible
lightin true color and invisible light in b&w image with no focus shift.

*16 user-friendly steps define switching delay time from real time to 5 minutes.

*Advanced Digital Signal Processing performs high sensitivity down to 0.05 lux in
extreme low-light conditions.

*700to 1100nm wavelength for IR light “projector” sensing suspense.

*Auto white balance & auto tracing white balance for color temperatures from 2500°k to
9500°k.

*Auto Back Light Compensation with Histogram and 225 areas windows weighted.
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* SPECIFICATIONS

Model No.

APPR®"

rHAD CCD Color Camera
-view HAD CCD

CV-7940SH CV-7940XH CV-7941SH CV-7941XH CV-79428H CV-7942XH

CV-7940SH CV-7941SH CV-7942SH CV-7940XH CV-7941XH CV-7942XH

Power requirements DC12V DC12V+AC24V| AC85-285V DC12V DC12V+AC24V| AC85-285V
Synchronization Internal Line-Lock Internal Line-Lock
Image device 1/3” SONY Super HAD CCD | 1/3” SONY Ex-view HAD CCD
Picture elements PAL: 752(H)x 582(W), PAL: 795(H) x 598(W),
NTSC: 768(H)x 494(W) NTSC: 811(H) x 508(W)

Scanning system

PAL: 625 lines, NTSC: 525 lines, 2:1 interlace

Horizontal resolution

480 TV Lines (color mode), 500 TV Lines (b&w mode)

Min. illumination

0.5 lux @F1.2 (color mode, 30 IRE SAGC) | 0.1 lux @F1.2 (color mode, 30 IRE SAGC)
0.1 lux @F1.2 (b&w mode, 30 IRE SAGC) | 0.05 lux @F1.2 (b&w mode, 30 IRE SAGC)

IR wavelength

700~1100nm

OLPF switching

Auto switching

OLPF change delay time

User defined from real time (1 sec.) — 5 mins

Aperture correction

Horizontal & Vertical 2H enhancer

Signal to noise ratio Better than 48 dB
Flickerless ON/OFF
Gain control Max. 36 dB, AGC off

Auto iris shutter

Auto iris mode: PAL:1/50 sec., NTSC: 1/60 sec.

Auto electronic shutter

AES: 1/50(60) ~1/100,000 sec.

Auto exposure ON/OFF
White balance AWB / ATW 2500°k-9500°k
Gamma correction 0.45

BL compensation

Auto detect, Histogram & 225 areas window weighted

Phase adjustment

V phase adjustment (£90°), AC model

Video output

1Vp-p, 75Q composite, BNC connector

Lens mount

Accepts C/CS mount

Auto iris lens

Accepts DC/Video servo iris lens

Operation temperature

-10°C ~50°C (14°F ~ 122°F)

Weight

0.8kg

Dimensions

60 x 53 x 110mm (W x H x D)

*Design and specifications are subject to change without notice.
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