
Model HS-D067DM

Solution 1/2.8” SONY CMOS : 2.0 Mega

Resolution 1920(H) x 1080(V)

Video Output TVI

S/N Ratio More than 50 dB

Min. Illumination 0.01Lux

Lens 1.38mm / F2.0

Camera Control CoC

Electronic Shutter Auto 1/60 (1/50) ~ 1/50,000 sec

IR Distance 10M 

Horizontal Viewing Angle 120° ~180° 

Translation / Tilt Rotation 0° ~140° /  0° ~ 75° /  ± 30°

Audio Out RCA Out

Power Source DC12V ± 10% / 1A

Operating Temperature -10° C ~ 50° C (14° F ~ 122° F)

Dimension (mm) Φ 78.9 x 50.7

Ingress Protection -

Ultra Wide Angle / Panoramic Camera
HS-D067DM

※Specifications subject to change without notice.
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　■ Sony Starlight Sensor

　■ Built in MIC

　■ Support tilt position setting

　■ Adjustable metal bracket

　■ Wide-angle lens 1.38mm

　■ Panoramic view covering all angles

　■ Lens angle : 120° ~180° . Adjustment at every increment of 10 degrees

　■ Replace dual lens

　■ Suppurt CoC

H:100°
V:70°

Traditional
H:180°
V:90°

New technology 

Product Features


